
RETAIL SOLUTIONS
MAXIMIZE SHELF SPACE AND 

KEEP JACKS SAFE AND STABLE!

Diaphragm and High 
Pressure Plunger Pumps 

& Accessories

www.cometpump.com
www.cometpumps.com

Spot and Broadcast  
Sprayers, Accessories  

& Components

www.master-mfg.com

12 Volt DC Diaphragm 
Pumps and Accessories

www.everflopump.com

MIST SPRAYERS

Agricultural Mist 
Sprayers

www.mistsprayers.com

LEARN MORE ABOUT  
VALLEY INDUSTRIES’  
BRANDS...

PROVEN QUALITY AND PERFORMANCE  

TRAILER JACKS & ACCESSORIES

www.VALLEYIND.com 1-800-864-1649180 LAKE AVENUE NORTH • PAYNESVILLE, MN 56362
1-800-864-1649 • 1-320-243-8500 PH • 1-320-243-8030 FX

MODELS and AVAILABILITY
This literature provides an overview of our standard models.  
Please consult the factory for more information and availability.

BROCHURE-JACK-V3

TRAILER
WINCHES

WINCH SPECIFICATIONS
Part# Max Load Ratio Handle Length
TW-600-C08 600 Lbs 3.1:1 6.5” 8’ Cable
TW-1000-C10 1000 Lbs 4.1:1 7.8” 10’ Cable
TW-1400-C10 1400 Lbs 4.1:1 8.8” 10’ Cable
TW-1600-C10 1600 Lbs 5.1:1 8.8” 10’ Cable
TW-1600-S20 1600 Lbs 5.1:1 8.8” 20’ Strap
TW-2500-C10 2500 Lbs 5.1:1 & 12.1:1 10.8” 10’ Cable

RETAIL READY 
IN FULL COLOR 
BOXES!
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REPLACEMENT CABLE & STRAP
Part# Description Length
TW-CAB10 Braided Steel Cable with Hook 10’
TW-STP20 Nylon Strap with Hook 20’
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FEATURES
All winches feature a spring loaded hub lock, brass hook and 
bolt-on mounting.



SPECIFICATIONS
Part# Description Max Weight Lift A (Height)
VI-120 Jack, A-Frame 3 Hole Flange,  Top Wind 2000 Lbs 13 ” 7”
VI-130 Jack, A-Frame 3 Hole Flange,  Side Wind 2000 Lbs 13 ” 7”
VI-140       Jack A-Frame, 3 Hole Flange 5000 Lbs 13  ” 7”
VI-020 Jack,  Top Wind 10” Weld Collar 2000 Lbs 10” 11¼”
VI-050 Jack,  Side Wind 10” Weld Collar 5000 Lbs 10” 11”
VI-520 Jack,  Top Wind 15” Weld Collar 2000 Lbs 15” 15 ”
VI-550 Jack,  Side Wind 15” Weld Collar 5000 Lbs 15” 15 ”
VI-555 Jack, Top Wind, Weld Collar Zinc Plated 5000 Lbs. 15” 15 ”
FJ-530 Jack, Top Wind, Flange Style 2000 Lbs. 15” N/A
TJ-06-01K Jack with Wheel, Side Wind 1000 Lbs. 10” N/A
TJ-06-02K Jack with 6” Dual Wheel, Side Wind 1500 Lbs. 10” N/A
TJ-06-06K Jack with 8” HD Wheel, Side Wind 1500 Lbs. 10” N/A
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HANDLE!

FJ-02-20B TJ-06-07-CS XA.003.999 VI-701

SPECIFICATIONS
Part# Description Max Weight Lift A (Height)
FJ-020 Jack,  Top Wind, Flange Style 2000 Lbs. 10” N/A
VI-720 Jack, HD Square Tubing, with Telescoping Leg, Top Wind 7000 Lbs 26” Lift N/A
VI-700 Jack, HD Square Tubing, with Telescoping Leg, Side Wind 7000 Lbs 26” Lift N/A
VI-1200 Jack, Side Wind  with telescoping leg, Includes Handle 12,000 Lbs 26” Lift N/A
VI-800-EL Jack, 12V Electric, *18” Lift - 24” Lift with Manual Override 3,500 Lbs 24” Lift* 9 5/8”
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TRAILER
JACKS

JACKS &
ACCESSORIES

VI-800-EL

VI-025-CS

TJ-06-05

SPECIFICATIONS
Part# Description
FJ-02-20B Flange Kit, Flange, Pin, Spring & Clips
FJ-02-20B-CS Flange Kit, Flange, Pin, Spring & Clips (Clamshell Packaging)   
TJ-06-07-CS Replacement Retaining Ring for Flange Jack
XA.003.999 Replacement Top Wind Handle
XA.003.999-CS Replacement Top Wind Handle (Clamshell Packaging)              
64.002.000 Mounting Tube, Inner 9/16” Hole
64.002.000-CS Mounting Tube, Inner 9/16” Hole (Clamshell Packaging)
64.003.000 Mounting Tube, Outer 9/16” Hole
64.003.000-CS Mounting Tube, Outer  9/16” Hole (Clamshell Packaging)
TJ-06-02 A-Frame Wheel Assembly, 6” wheel, 1000 lb capacity, comes with pin
TJ-06-02-CS A-Frame Whell Assembly, 6” wheel, 1000 lb capacity, comes with pin (Clamshell Packaging)
TJ-06-03 A-Frame Base for VI-120 jack, comes with pin
TJ-06-03-CS A-Frame Base for VI-120 jack, comes with pin (Clamshell Packaging)
TJ-06-04 Replacement 1000 lb capacity 6” wheel fits TJ-06-01K wheel jack
TJ-06-04-CS Replacement 1000 lb capacity 6” wheel fits TJ-06-01K wheel jack (Clamshell Packaging)
TJ-06-05 A-Frame 6” steel wheel, 1000 lb capacity, comes with pin
TJ-06-05-CS A-Frame 6” steel wheel, 1000 lb capacity, comes with pin (Clamshell Packaging)
VI-701 Weld-on bracket for VI-700 and VI-720
VI-701-CS Weld-on bracket for VI-700 and VI-720 (Clamshell Packaging)
VI-025-CS 9/16” Collar Mount Jack Pin (Clamshell Packaging)
VI-027-CS 5/8” Collar Mount Jack Pin (Clamshell Packaging)

VI-130


