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SCREWDRIVER BIT

INCLUDED  
COMPONENTS

    TOOLS REQUIRED

Locking Plate (1)
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Push down tab of Steel Base and seat 
Utility Jug. 

2.

   STEEL BASE INSTALLATION

Installs Steel Base to SurfacePlace the Rear Plate on top of 
the Locking Plate, aligning the 
overlapping holes onto the mounting 
surface for secure assembly.

With Screwdriver Bit, install Wood 
Screws through the open holes on 
bottom of Steel Base Plates.

NOTE: ½” minimum 
thickness flat wood 
sheet is recommended 
for mounting surface. 
Must be firmly mounted 
in place. 

Seats Utility Jug in Steel Base

UTILITY JUG STEEL BASE INSTALLATION UJ-ACC-SB-AC

HAVING TROUBLE? CALL THE SUPPORT TEAM AT: 800.864.1649

FOR USE WITH VALLEY 
INDUSTRIES UTILITY 
JUGS.

None

WOOD SCREWS 
(#10 RECOMMENDED, 

MIN. 1/2” LENGTH)

PADLOCK

NOTE: Pushing down 
tab will provided 
additional space to seat 
and unseat Utility Jug 
without damage.   

Rear Plate (1)



   WARRANTY

The Utility Jug Steel Base manufactured by Valley Industries 
is warrantied for 1-year from date of shipment when properly 
assembled, installed, maintained, and operated. The warranty will 
cover only manufacturer and workmanship defects.  

Valley Industries will not be liable for any consequential, incidental, or 
indirect damages from any cause whatsoever. 

Not Covered Under Warranty: 
•	 Normal wear and tear that have been subjected to accident, abuse, 

misapplication, improper assembly, improper installation or 
improper maintenance.

•	 Components and equipment not manufactured by Valley Industries.

HAVING TROUBLE? CALL THE SUPPORT TEAM AT: 800.864.1649

UTILITY JUG STEEL BASE INSTALLATION UJ-ACC-SB-AC
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To keep Utility Jug safe and secured, 
install open Padlock shackle through 
open hole of Utility Jug and Steel Base.  

Lock shackle of Padlock.

3.

Installs Padlock 

NOTE: A Padlock with 
a 5/16” or smaller 
diameter is required.   


