
Battery Pack Rack Kit Installation Manual

Rods (4) Battery Rack Mount Plate (1)

Here is what’s included with the VIPower™ Battery Pack Rack Kit. 
Unpacking 

MANUAL-BPRK REV 12.12.24

5/16” Hex Bolts (12)

Washers (12) Lock Washers (12) Spacers (12)

Installation

Slide two Rods into the open grooves on one side 
of the 56V DC Battery Pack. 

Repeat for the remaining two Rods with the other 
side of the 56V DC Battery Pack.

NOTE: Before installing rods, 
be sure orientation is reflective 
of what is shown above

1. Install Rods

Slide the Battery Mount Plate underneath the 
handle of the 56V DC Battey Pack. Make sure 
Battery Mount Plate and Rod holes are lined up.

2. Insert the Battery Mount Plate



Attach Battery Mount Plate to Rods with 5/16” Hex 
Bolts, Washers, and Lock Washers. Tighten with a 
½” Socket Wrench. Do not overtighten.

3. Install the Battery Mount Plate

Install Spacers to the bottom of each Rod with 5/16” 
Hex Bolts, Washers, and Lock Washers. Tighten with a 
½” Socket Wrench. Do not overtighten. 

NOTE: Between the Spacers and 5/16” Hex Bolts, will 
need to be the surface area where Battery Pack will be 
mounted to. Battery Packs can be mounted standing or 
laid flat only. Battery Packs cannot be mounted upside 
down.

4.Install Spacers

Additional battery packs can be attached. To do so, 
repeat the following steps for each additional battery. 

Additiona Rod Support Kit (#34-100029) and Battery 
Mount Plate (#33-103438) will be needed for each. 
Sold separately.

Installing Additional Battery Packs

Slide the additional battery onto the existing Rods, 
making sure the new battery is oriented in the 
same direction as the first.

1. Installing Additional Battery Packs



Slide two more Rods into the open grooves on the 
side of the new 56V DC Battery Pack. 

Slide the new Battery Mount Plate underneath the 
handle of the second 56V DC Battey Pack. Make 
sure the new Battery Mount Plate and Rod holes 
are lined up.

Attach the second Battery Mount Plate to the new 
Rods with 5/16” Hex Bolts, Washers, and Lock 
Washers. Tighten with a ½” Socket Wrench. Do 
not overtighten.

Install a new set of Spacers to the bottom of each 
new Rod with 5/16” Hex Bolts, Washers, and Lock 
Washers. Tighten with a ½” Socket Wrench. Do 
not overtighten. 

NOTE: Between the Spacers and 5/16” Hex Bolts, 
will need to be the surface area where Battery Pack 
will be mounted to. Battery Packs can be mounted 
standing or laid flat only. 

2. Installing Second Set of Rods 3. Insert Second Battery Mount Plate

4. Installing Second Battery Mount Plate 5. Installing Second Set of Spacers
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