
Remote Mount Panel Kit Installation Manual

Cover Plate  
34-100031

Remote Mount Cover Plug  
33-103436

15’ Wire Extension 
33-103424

Remote Mount Cover Plug  
33-103437

Bolts and Nuts to remote mount control panel not included.  Recommended thread size of M5 x .8mm for Bolts.

Before removing the control panel from the electric motor, verify that the safety key has been removed from the 
control panel. Also make sure you disconnect the battery power connectors from the motor. Doing these two 
tasks before removing the control panel will allow for safe removal.  

Here is what’s included with the VIPower™ Remote Mounting Panel Kit. 

Installation 

Unpacking 

With a Flat Head Screwdriver, push up on the 
Connector tab from the bottom of the Control 
Panel socket. While pushing on the tab, lightly pull 
the Connector out of the socket. 

NOTE: Set aside Connectors for step 9.

1. Removing Control Panel Connectors 

With a #4 Allen Wrench, remove the Control Panel 
from the VX electric motor by removing the four 
Bolts.

2. Removing Control Panel
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Unplug wire from the bottom of the Control Panel 
that goes to the VX electric motor. 

3. Remove Wires from Control Panel

Plug wires that were at the bottom of the Control 
Panel, to the bottom of the Cover Plate. 

4.Connect Wires to Cover Plate

Install Cover Plate to the VX electric motor. With a 
#4 Allen Wrench, secure Cover Plate with the four 
bolts from the Control Panel. 

5. Installing Cover Plate

Install connectors(33-103436 and 33-103437) that 
came in kit. 

6. Installing Cover Connectors



Operation 
For full operation and use of the Control Panel, please reference your VIPower™ VX Electric Motor manual. 

Safety   
For your safety and the safety of others, always follow the safety information in your VIPower™ VX Electric Motor manual. 
 
Troubleshooting  
Make sure the wire extension is plugged in securely. If an error code populates on the Control Panel for the VX  Electric 
Motor when powering up, please reference your VIPower™ VX Electric Motor manual.

On hard surface, install the Control Panel with four Bolts 
and Nuts. Tighten down with a #4 Allen Wrench and 5/16” 
socket or wrench.

NOTE: For added protection, please ensure the back of the 
control panel is enclosed or covered as much as possible 
to prevent exposure to unwanted elements.

NOT INCLUDED

8. Remote Mounting Control Panel 

Re-install the connectors that were pulled out of the Con-
trol Panel in step 1.

10. Re-Install of Control Panel A

Plug other end of Wire Extension to remote mounted 
Control Panel. 

NOTE: Make sure the distance between VX electric 
motor and control panel is within 15-feet. To prevent 
potential damage to the wire extension, please ensure 
it is routed safely and kept out of the way.

9. Connecting Wire Extension to Control Panel 

Plug in Wire Extension to Cover Plate on the VX 
Electric Motor. 

7. Connecting Wire Extension to Cover Plate 
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